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Orenco’s AdvanTex® Treatment Systems are an innovative technology for onsite treatment of waste-
water. The heart of the System is the AdvanTex filter, a sturdy, watertight fiberglass basin filled with
an engineered textile material. This lightweight, highly absorbent textile material treats a tremendous
amount of wastewater in a small space. That’s because textile has a very large surface area for biologi-
cal breakdown of wastewater components — about five times greater than that of an equivalent volume
of sand. Yet the AdvanTex filter has a very small footprint.

System Performance

Orenco Systems® has been researching, designing, testing, and selling a variety of textile filters for
nearly a decade. About 20,000 textile filters have been installed throughout the United States and
Canada, on sites ranging from federal demonstration projects to university testing facilities, single-fami-
ly homes, commercial properties, and community systems.

Unlike other wastewater treatment technologies, the AdvanTex Treatment System provides consistent,
reliable wastewater treatment, even during “peak flow” conditions. The AdvanTex Treatment System
includes a processing tank and a control panel with a programmable dosing timer. So it discharges
small amounts of treated wastewater, regularly, throughout the day.

AdvanTex treats residential-strength waste to better than “secondary” standards. Effluent can be used
for drip or subsurface irrigation, or discharged to shallow, inconspicuous trenches. It can also be dis-
charged to fine-grained polishing filters for coliform removal and water reuse.

Third-Party Performance Verification

AdvanTex Treatment Systems have undergone lengthy performance testing to ANSI and NSF/ANSI
standards. This third party testing (NSF Final Report, April 2002) of treatment performance recorded
a maximum 30-day arithmetic mean of 8 mg/L for CBOD, and 6 mg/L for suspended solids. Over the
six-month course of the evaluation, the average effluent CBOD, was 5 mg/L, and the average effluent
suspended solids was 4 mg/L.

System Benefits

Significantly smaller land area is required for the AdvanTex Treatment System than is required for sand
and gravel filters. That’s because textile has demonstrated the capacity to support microbial popula-
tions that can treat filtered processing tank effluent at greater hydraulic loading rates. In fact, loading
rates for AdvanTex Treatment Systems are typically 5-20 times higher than for sand filters. In addition,
reductions in drainfield size are often permitted with AdvanTex Treatment Systems. Moreover, textile
is lightweight, making it ideal for prepackaging and shipping, which simplifies installation and reduces
costs.

Applications
The AdvanTex Treatment System is ideal for...

* New construction

* System upgrades and repairs

* Pretreatment of moderately high-strength waste

* Wherever typical secondary treatment standards suffice
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AdvanTex®-AX Filters Overview (continued)

System Operation and Maintenance

AdvanTex is easy to service, easy to clean, and generates virtually no troublesome activated sludge. Like most advanced
technologies, the AdvanTex Treatment System requires regular maintenance. As a condition of warranty, property own-
ers must purchase a service contract from a certified third party provider.

The AdvanTex Treatment System comes standard with a VeriComm® telemetry control panel with a Web-based moni-
toring system, supervised by the System’s service provider®. Alarm notifications are automatically sent to the service
provider’s e-mail capable device. Messages are resent until the condition has been cleared. As a back-up, the VeriComm
control panel also has an audible alarm. And the System is sized to allow for a minimum of 24 hours of wastewater
storage (at average daily flows). That means an operator can provide service to the system during normal working
hours, regardless of when an alarm occurs.

The AdvanTex System’s pumps typically run 30-60 minutes per day, so AdvanTex uses very little power . . . an average
of $1.80-4.80 per month (based on the national average of ten cents per kilowatt hour). Compare that to power costs of
up to $30-$60 per month for many “activated sludge” aerobic treatment units.

Treatment Methodology

The AdvanTex Treatment System works just like a recirculating sand filter: a reliable, proven technology that Orenco’s
engineers have helped to perfect over the past 25 years. While the treatment process is similar, the proprietary treatment
module is more efficient.

In an AdvanTex Treatment System, wastewater percolates through the textile media, whose complex fiber structure
provides tremendous water-holding capacity and offers an extremely large surface area for biomass attachment. A vis-
ible biological film normally develops on the filter medium within a few days. BODS and TSS reductions occur almost
immediately.

* MVP digital programmable panels are available as an option in some markets.
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AdvanTex®-AX Filters Overview (continued)
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FOR ADVANCED WASTEWATER TREATMIENT

Introducing AdvanTex® AX20-RT
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800-348-9843

“Performs like AdvanTex, Installs like a Tank”

AdvanTex® - Quality Treatment, at a Competitive Price

Orenco’s AdvanTex AX20-RT is a completely pre-packaged
“plug & play” AX20 that installs as easily as a septic tank. Its
simplified design reduces costs for excavation, installation,
and O&M, giving your residential customers AdvanTex-quality
wastewater treatment at a competitive price.

3-in-1, Pre-plumbed System

The AX20-RT combines the recirc, treatment, and discharge
modules of a standard AX20 into a single, shallowly-buried unit.
What's more, there’s no recirculating splitter valve to mess with.
Instead, a patented baffle with one-way valve performs this
function automatically. Plus all interior components are installed
and adjusted at the factory. Just hook it up to a tank and go!
Easier install, fewer call-backs.

I
Il

Clear, Odorless, Re-Usable Effluent

The AX20-RT produces the same, great, “re-use” quality efflu-
ent produced by all AdvanTex systems: BOD and TSS of 10
mg/L or less. (In fact, it has been approved by NSF as an AX20-
equivalent.) So the treated effluent can be re-used for sub-
surface irrigation. A responsible, green solution to household
water and wastewater needs!

Low Power Costs, Low Maintenance Costs

No blowers. No odors. The AX20-RT is passively vented and
uses less than $2/mo in electricity. And it's easy to maintain
with an annual service call. Cleanable filters and media,
20-year pumps. Your customers will thank you.

Reduces Nitrogen Too

Like all AdvanTex Treatment Systems, the AX20-RT reduces
nitrogen by 60-70% naturally, or by more than 90% with supple-
mental processing.

Compact Footprint, Shallow- Bury

The AX20-RT recirculates,
treats, and discharges high
quality effluent out of a unit
that is only 6 ft high and a
total of 20 sq ft. And it can
be shallowly buried right
next to a watertight tank.
So it's perfect for small
sites and sites with clay or
rocky soils.

Ideal for Repair/Replacement of Failing Systems

Many existing septic systems are at the end of their useful
life. The AX20-RT can replace a failing system in a fraction
of the space. And, if the existing tank is re-useable, at a
fraction of the cost.

Comes with 24/7 Remote Monitoring

The AX20-RT comes standard with Orenco’s VeriComm®
Remote Telemetry Control Panel and Monitoring System
for affordable, round-the-clock supervision and control.
(Non-telemetry panels also available.)

Standard Models and Configurations

See back. ———»
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AdvanTex® AX20-RT (continued)

Standard Models and Configurations

There is an AX20-RT for both gravity and pump discharge and for cold weather applications.
Following is a list of standard models.

e AX20RT-MODE1A * AX20RT-MODE1A-CW
e AX20RT-MODE1B/10 * AX20RT-MODE1B-CW/10
e AX20RT-MODE1B/30 * AX20RT-MODE1B-CWY/30

Other models are available. See nomenclature, below.

AX20RT - MODE | - | /] | |

‘ Float option:
Blank = mercury floats
MFV = non-mercury floats

Pump discharge options:

10 = 10 gpm (0.6 L/sec) pump
20 = 20 gpm (1.3 L/sec) pump
30 = 30 gpm (1.9 L/sec) pump
50 = 50 gpm (3.2 L/sec) pump

Cold weather option:
Blank = standard
CW  =1-in. lid insulation

Treatment mode:
1A = gravity discharge
1B = pump discharge

AdvanTex® RT Series

Call Orenco at 1-800-348-9843 for an AX20-RT design package or for the name of your local AdvanTex Dealer.

AFL-ATX-AXRT-1
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Page 2 of 2



Design Aid

AdvanTex® Design Criteria

800-348-9843

For Single-Family Home Applications — AX20 Treatment Unit

System Description and Treatment Process

The AdvanTex® Treatment System is a multiple-pass, packed-bed aerobic wastewater treatment system specifically designed and engineered for
long-term processing of residential strength wastewater. The treatment media is an engineered textile, which has an extremely high void capacity,
moisture-holding capacity, and surface area per unit volume. Consequently, AdvanTex Treatment Systems are capable of processing residential
strength wastewater to better than “secondary standards” (see Figure 3, page 3).

Here’s how it works in our standard configuration.
(See Figure 1.) Raw sewage enters the two-compartment Figure 1. AdvanTex Treatment System
Processing Tank through its inlet tee. In the first compart- With 1500-gallon (6000-liter), two-compartment processing tank

ment, the raw sewage separates into three distinct zones: a
TWTWTWTNWTWTWT

scum layer, a clear layer, and a sludge layer. A flow-through
port(s) in the tank’s baffle wall allows effluent from the clear
layer to flow into the second compartment of the tank. The
Biotube® Pump Package in the second compartment pumps
filtered effluent to a distribution manifold in the AdvanTex
filter. Effluent percolates down through the textile media and
is collected in the bottom of the filter pod. The treated efflu-
ent flows out of the filter pod through the filtrate return line,
which returns the treated effluent to the recirculating split-
ter valve (RSV). The RSV automatically splits or diverts the
flow between the processing tank and the final discharge.
The RSV also controls the liquid level within the processing
tank. During extended periods of no flow, 100 percent of the AdvanTex® AX20 filter Recirculating Splitter Valve
treated filtrate effluent is returned to the processing tank. | (RSV) w/ quick disconnect
The residential AdvanTex filters have a passive vent system
and do not require the use of a fan.

=,

J_MLMLMLRLM_MLM

Top view (lids removed)

\

Outlet

Passive air vent

System Selection: Models and

Configurations
Residential-sized AdvanTex Treatment Systems include the el
AX20 and the AX20N. These models are identical; however,
the AX20N’s label carries the NSF mark, per NSF protocol,
and is sold in jurisdictions that require NSF-certified product
tracking. The AdvanTex Treatment System can be configured
in several modes. Mode 1 (shown in Fig. 2a) is the operating
configuration used most frequently. In Mode 1, the filtrate
recirculates through the second compartment of the process-
ing tank. In Mode 3 (a specialty mode, shown in Fig. 2b), a
portion or all of the filtrate may be recirculated through the
primary chamber of the tank to enhance nutrient removal.
Some of the systems in Mode 1 incorporate two tanks: a primary tank and a recirculation tank. In the primary tank, sludge and scum are sepa-
rated from liquid effluent, which then flows into a separate recirculation tank, into which the AdvanTex filtrate is recirculated (shown in Fig. 2c).
Refer to AdvanTex Treatment System drawings for further details on mode and discharge options.

Primary F|0W-thf0Ugh/ Secondary ’
Clear  compartment port(s) compartment

Biotube® Pump
Package

Side cutaway view

© 2010 Orenco Systems® Inc. NDA-ATX-2
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AX20 Residential Design Criteria (cont.)

Figure 2. AdvanTex Treatment System Configurations

a)Mode 1 b) Mode 3 ¢) Mode 1, Two-Tank System

1 il

Effluent recirculates into primary Effluent recirculates into second tank in a Mode 1 two-tank system

compartment for enhanced denitrification

Effluent recirculates into secondary
compartment

System Requirements: Residential Strength Wastewater
Residential wastewater must meet the criteria in Table 1, below. Consult Orenco or your AdvanTex Dealer for larger system designs.

Table 1. Residential Strength Wastewater (Influent Characteristics)’

Characteristic Average Weekly Peak Rarely Exceed
(mg/L) (mg/L) (mg/L)
CBOD; 130 200 300
TSS 40 60 150
TKN 65 75 150
G&0 20 25 25

' AdvanTex® Treatment Systems are typically expected to receive residential-strength wastewater from primary septic tanks. Residential-strength wastewater is
defined as primary sewage effluent from a septic tank that does not exceed the parameters in this table.

System Requirements: Processing Tank

Homes with up to four bedrooms require a minimum two-compartment, 1,500-gal (5,700-L) tank with flow-through port(s) equaling a minimum flow-
through area of not less than 12 in? (77 cm?) at 60 to 70 percent of the lowest normal liquid level (see the drawing “Typical Liquid Level Positions,”
NDA-ATXMF). In larger residential systems, the first compartment should be sized at approximately 2/ to 34 of the total processing tank volume. Table 2
defines the minimum required tankage for residential AdvanTex applications (unless otherwise approved by both Orenco and the local regulatory body).

All tanks must meet Orenco’s minimum structural requirements, be completely watertight, and pass a watertight test including the riser/tank connec-
tion. For detailed specifications, see structural and watertightness criteria in Orenco’s General Specifications, NDA-DG-SPEC-1 and Acknowledgment of
Minimum Tank Requirements, SLD-TNK-1, as well as the tank specifications checklist in Orenco’s Concrete Tank Questionnaire, NCL-TNK-TNK-1.

System Selection: Required Tankage and Filter Units
The following tables summarize the required tankage and required number of textile filter units based on occupancy and maximum design flow. Table 2 is
for systems using a single processing tank. Table 3 is for systems using separate septic and recirculation tanks.

Requirements assume that residential peak weekly average flows (Opwa) are typically two times normal average daily flows (@) (in other words,
Opwa = 24,), and peak weekly average flows meet typical regulations governing gpd-to-bedroom ratios.

Table 2. Required Tankage and Number of Filter Units: Systems Using Single Processing Tank

Number of Bedrooms' Occupants? Processing Tank AX Units*
maximum minimum size, gal. (L) mode!

4 (or fewer) 8 1,500 (5,700) 1— AX205

5 10 2,500 (9,500) 2 — AX20°

6 12 3,000 (11,400) 2 — AX20°

1 Use bedrooms as default sizing criteria. (States vary greatly on calculations of gallons per bedroom.) For homes with more than six bedrooms or larger than 5,000 ft2
(465 m?), consult Orenco Systems, Inc.

2 Systems with occupancies greater than eight require a design with multiple units based on a minimum of 2.5 f& (0.2 m?) of surface loading area per capita.

3 Processing tank includes primary (septic) and secondary (recirculation) compartments.

4 The hydraulic application rate for all residential AX units is 29.1 gpd/f (10.2 L/m%/day); the nominal hydraulic application rate is 25 gpd/ff (8.8 L/m%/day).

5 For jurisdictions that require NSF-certified product tracking, the AX20N model should be specified.
|
NDA-ATX-2 © 2010 Orenco Systems® Inc.

Rev. 5.3 © 09/10
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AX20 Residential Design Criteria (cont.)

Table 3. Recommended Tankage and Number of Filter Units: Systems Using Separate Septic/Recirc Tanks*

Number of Bedrooms' Occupants? Septic Tank Recirc Tank® AX Units*
maximum minimum size, gal. (L) minimum size, gal. (L) mode!

4 (or fewer) 8 1,000 (3,800) 1,000 (3,800 L) 1 - AX20°

5 10 1,500 (5,700) 1,000 (3,800 L) 2 — AX20°

6 12 2,000 (7,600) 1,000 (3,800 L) 2 — AX20°

* See Fig. 2c on previous page.

1 Use bedrooms as default sizing criteria. (States vary greatly on calculations of gal/bedroom.) For homes greater than six bedrooms or greater than 5,000 ft (465 m?),
consult Orenco Systems, Inc.

2 Systems with occupancies greater than eight require a design with multiple units based on a minimum of 2.5 f& (0.2 m?) of surface loading area per capita.

3 The 1,000-gal minimum is due to float settings/reserve requirements.

* The hydraulic application rate for all residential AX units is 29.1 gpa/fé (10.2 L/m%day); the nominal hydraulic application rate is 25 gpd/ff (8.8 L/m?/day).

5 For jurisdictions that require NSF-certified product tracking, the AX20N model should be specified.

Design Loading Rates

Orenco’s suggested design loading rates are based on typical per capita flow rates (50 to 60 gal/day/person or 189 to 227 L/day/person) and
average strength characteristics expected from residential type installations, as shown in Table 1. Performance is a function of the expected typi-
cal loads with periodic weekly highs. Typically, the daily mass loading is based on the expected daily flows and actual strength. Figure 3 shows
periodic peak loading capacity at a 95% confidence level. If the loading rate (or mass load) needs to be reduced to meet discharge limits, it's a

simple matter of adding additional modular units.

Orenco Systems, Inc.'s AX20N AdvanTex Treatment System is listed as an NSF/ANSI Standard 40 Class | treatment unit, and the listing is for
flows up to 1,500 gpd (5,700 L/d) in various configurations.

Typical Effluent Quality
Effluent quality is dependent on a number of factors, including influent characteristics -
and loading rates. Figure 3 shows third party, NSF/ANSI Standard 40 testing results. Figure 3.
The results demonstrate that low-to-moderate loading rates typically produce cBOD Effluent Quality vs. Hydraulic Loading Rates
and TSS of <5 mg/L, while higher loading rates produce ¢BOD and TSS in the range ANSI/NSF Standard 40 and Other Third Party Testing Results
of 15-25 mg/L. Field testing of systems in real-world conditions shows similar results, 60
with cBOD and TSS of <10 mg/L. (See AX Performance Summiary, AHO-ATX-PERF-1, . cBODs
Nitrogen reduction in Mode 1 will typically exceed 60 percent, with total nitrogen in the < NovaTec
filtrate ranging between approximately 25 and 35 mg/L. In Mode 3, nitrogen reduction E’ Ao o/
can reach 70 percent or better, depending on wastewater strength and other charac- = % Novalée
teristics like grease and oils, pH, and alkalinity concentrations. Nitrification can be inhib- ] » NSF 1530t 17
ited if the buffering capacity (alkalinity) of the wastewater is too low. On a theoretical ° 0 B Do gl )
basis, 7.14 mg/L of alkalinity as CaCO, is needed to nitrify 1 mg/L of NH,™. 5 mo. = ‘

0 ‘

Pumping Equipment: Recirculation Pump
The integrated treatment package includes an Orenco 4-inch (100-mm) submersible

effluent pump, a Biotube® pump vault, a float assembly with floats, a hose and valve TSS
assembly, a splice box, and a control panel. 50

- 40 /.
Residual Head Pressures ) &0 ot
A residual pressure of 5 ft (1.5 m) is used to determine the initial timed-dosing set- f, %0 NovaTep/zwmo'
tings. (Residual pressure may vary depending on system hydraulics and/or special o P 483 godt

treatment requirements.) Consulting with Orenco is required when the residual pres- UG Davis gg: gpa/itt H
sure dosing falls outside the typical range of 3 to 6 feet (0.9 to 1.8 meters). 10 Jszmgu'fd/ﬂz S ’ ’ H

i
0 10 20 30 40 50 60

Hydraulic Loading Rate, gpd/ft*

—— 95% Confidence Level Current Average
[ Recommended Design Range for Residential Strength Waste

© 2010 Orenco Systems® Inc. NDA-ATX-2
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AX20 Residential Design Criteria (cont.)

Recirculation Ratios and Timer Settings

The AdvanTex Treatment System’s initial timer settings should be established based on the expected average daily flow and a 4:1 recirculation ratio
(filter recirculation ratio). If flows vary significantly from expected flows, timer settings can easily be recalculated and adjusted. See “AX20 Timer
Settings Worksheet” in the Residential AX Installation Manual, NIM-ATX-AX-1, for more information.

AdvanTex Control Systems

Critical to the success of the AdvanTex Treatment System is the method in which the effluent is loaded onto the AdvanTex textile filter. Over

the past three decades, timer-controlled applications have proven to play an essential role in optimizing the performance of both fixed and sus-
pended growth biological systems. A timer-controlled pump in the processing tank periodically doses effluent to a distribution system on top of
the AdvanTex filter. Each time the filter is dosed, effluent percolates through the filter media and is treated by naturally occurring microorganisms
that populate the filter. During periods of high flow, a timer override float will temporarily modify the timer settings to process the additional flow.
Conversely, during periods of low flow, the timer settings can be modified to reduce loading onto the AdvanTex filter. Orenco offers two timed-
dose control panels with the AdvanTex Treatment System.

Orenco’s VeriComm® (VCOM) remote telemetry control panels and Web-based monitoring system are incorporated into all AdvanTex Treatment
System standard equipment packages. VeriComm gives wastewater system operators and maintenance organizations the ability to monitor and
control each individual system’s performance remotely. There are several additional operational benefits associated with telemetry-based controls,
including Advanced Control Logic — functions that activate in the event of component malfunction to diagnose the system using pre-established
trend data and, if necessary, modify the operation of the system until it can be serviced. VeriComm also provides additional alert and alarm func-
tions to notify the operator/designer in the event that trend data indicate potential problem conditions (e.g., high flows).

In some markets, Orenco offers our Most Versatile Panel (MVP) series panels as an alterative to our VCOM panels. MVP control panels include an
easy-to-use programmable logic unit that incorporates many timing and logic functions. The units have built-in screens that show time and date,
elapsed pump run times, pump cycle counts, high-level alarm and override cycle counts, and low-level alarm counts, as well as power fault informa-
tion and operating hours. In addition, there are separate screens that show the status of the panel’s digital inputs and outputs. These features give
operators and maintenance providers the ability to monitor individual systems on site. Alarm events activate the panel’s audible and visual alarms.

Surge Volume

For most residential applications, the recommended surge volume is approximately 150 to 250 gallons (570 to 950 L). The actual surge volume
used should be approximately 50 to 100 percent of the actual average daily flow. The surge volume is the volume between the normal low liquid
level and the override timer float. The normal low liquid level is the level at which 100 percent of the filtrate returns to the tank. For most residen-
tial installations, the low liquid level will be approximately 5 to 6 inches (130 to 150 mm) to below the top of the RSV cage. Refer to the AdvanTex
Installation Guide, NIM-ATX-AX-1, for details.

Reserve Volume

A typical AdvanTex Treatment System on a four-bedroom home has a 1,500-gallon processing tank. There are about 400 gallons (1,500 L) of emer-
gency storage between the normal operating liquid level and the inside top of the tank. Assuming that the average home produces about 250 gpd
(950 L/d), the emergency storage volume in an AdvanTex system is sufficient for 1.5 days.

Power outage: During a power outage, water usage will be significantly reduced because water heaters, dishwashers, and laundry equipment will not
be used. Under these conditions, it is realistic to estimate that water usage will be reduced by 50 percent to around 125 gpd (475 L/d). Therefore, in
a power outage, the emergency storage capacity available in an AdvanTex system increases to approximately three days’ worth. Because power out-
ages typically last no more than one day, the emergency storage of an AdvanTex system is adequate.

Mechanical component failure: Failure of a pump or electrical component may cause the system to stop operating, requiring some amount of emer-
gency storage volume. The VeriComm Monitoring System immediately notifies the Authorized Service Provider of the alarm condition and indicates the
cause of the alarm. This allows the Service Provider to bring the right replacement component. In most cases, no more than one day (250 gallons or
950 L) would be needed for the Service Provider to respond and get the system running again.

NDA-ATX-2 © 2010 Orenco Systems® Inc.
Rev. 5.3 © 09/10
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AX20 Residential Design Criteria (cont.)

Discharge Equipment
There are two discharge options: gravity and pump. When discharging by pump, an Orenco pump basin can be used. (See Figure 4a.)
Alternatively, some designs may call for pumping out of a tank. (See Figure 4b.)

All tanks must meet Orenco’s minimum structural requirements, be completely watertight, and pass a watertight test including the riser/tank connec-
tion. For detailed specifications, see structural and watertightness criteria in Orenco’s General Specifications, NDA-DG-SPEC-1 and Acknowledgment of
Minimum Tank Requirements, SLD-TNK-1, as well as the tank specifications checklist in Orenco’s Concrete Tank Questionnaire, NCL-TNK-TNK-1.

Figure 4. Pump Discharge Options
24-in. (600-mm) gasketed
fiberglass lid w/ S.S. bolts
. 24-in. (600-mm)) gasketed ) o
Splice ) . Splice b I
box fiberglass lid w/ S.S. bolts box _E 24-in. (600-mm) PVC riser
3 @ c Discharge 2% ) ~ Transport line
3 Transport assembly E
Discharge b A g /g liNG q
assembly : ¥ c Inlet
Inlet —=] :
7D c Float
3 =i £ assembly
3 e Cher
3 e e
_ Flow 4 £ Float
inducer E E assembly Flow
] C inducer
3 = Pump Pump
a) Pump basin discharge b) Pump tank discharge

Cold Weather Considerations

AX20 units are available with 1-in. (25-mm) insulation attached to the bottom of the lid. Installing insulation around the sides of the filter pods
themselves is optional and is done on site as needed. Other cold weather considerations include standard practices used with most onsite pump
systems, such as allowing all lines to drain, insulating processing tank lids, and backfilling risers with pea gravel if frost-heave is a concern. The
filter vent may need to be extended above the highest level of the snowpack during winter months. Consult Orenco if supplementary options need
to be considered.

© 2010 Orenco Systems® Inc. NDA-ATX-2
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AdvanTex® Design Criteria

800-348-9843

Design Aid

For Single-Family Home Applications — AX20-RT Treatment Unit

System Description and Treatment Process

The AdvanTex® Treatment System is a multiple-pass, packed-bed aerobic wastewater treatment system specifically designed and engineered for
long-term processing of residential strength wastewater. The treatment media is an engineered textile, which has an extremely high void capacity,
moisture-holding capacity, and surface area per unit volume. Consequently, AdvanTex Treatment Systems are capable of processing residential
strength wastewater to better than “secondary standards.”

The AX20-RT uses the same recirculating textile filter
technology as Orenco’s other textile filter, the AX20, but
combines the textile filter media, recirculation tank and
discharge tank into a single, shallowly buried unit.

Figure 1. AdvanTex AX20-RT Treatment Unit

[ 102" (2590 mm)

Inlet

Here’s how it works: raw sewage enters the septic tank
through its inlet tee. In the septic tank, the raw sewage
separates into three distinct zones — a scum layer, a

sludge layer, and a clear layer. Effluent from the clear layer (15
passes Ithrough a Blptube® effluent filter and is discharged | / Discharge
by gravity to the recirculation chamber of the AX20-RT Effluent

Pump

unit, which contains a Biotube Pump Package.

The recirculation pump is timer controlled to ensure that
small, intermittent doses (micro-doses) of effluent are E—
applied to the textile sheets throughout the day. This 800 gal. (3030 L) Recirculating Tank - Top View

ensures an aerobic, unsaturated environment for optimal
treatment to occur. A manifold rests on top of the textile
sheets, which distributes the effluent evenly over the tex-
tile sheets. The effluent then percolates down through the
textile sheets and is distributed between the recirculation
and discharge chambers by means of the AX20-RT baffle.

The textile material is suspended from the top of the Inlet
treatment unit, with most of the media (normally 70%)
positioned over the recirculation chamber. The remainder 7
of the media is positioned over a separate discharge YL ez mm)
chamber that is separated from the recirculation chamber i L e /

by a recirculation-splitter baffle, and from which filtrate is Equalization Swing Min. LL
discharged. N

5
(1168 mm)

The recirculation-splitter baffle is fitted with a swing-check
valve for low-level equalization. Under low daily flow con- o PumpVaul‘_/ Recirculation Discharge
ditions, the swing-check valve allows 100% of the final Model PVUGS-1819 Chamber Chamber
filtrate to be returned to the recirculation chamber for 800 gal. (3030 L) Recirculating Tank - Side View
continued recirculation. The swing-check valve is similar to
a check valve in that it allows preferential flow in one direc-
tion only, in this case, from the discharge chamber to the recirculation chamber. The swing-check valve closes when the liquid head on the recircu-
lation side is equal to or greater than the liquid head on the discharge side. When the liquid head on the discharge side is higher, the pressure dif-
ferential pushes the swing-check valve open for filtrate to pass back to the recirculation side of the baffle, thus providing for continued recirculation
during periods of low or no inflow. Flow from the recirculation chamber can pass to the discharge chamber only through the treatment media.
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AX20-RT Residential Design Criteria (cont.)

System Requirements: Residential Strength Wastewater

Residential wastewater must meet the criteria below in Table 1. Consult Orenco or your AdvanTex Dealer for larger system designs.

Table 1. Residential Strength Wastewater (Influent Characteristics)'

Characteristic Average Weekly Peak Rarely Exceed
(mg/L) (mg/L) (mg/L)
CBOD; 130 200 300
TSS 40 60 150
TKN 65 75 150
G&0 20 25 25

' Maximum allowable wastewater strength pumped to an AdvanTex Treatment System is “Residential Strength Wastewater.” Residential strength wastewater is defined as primary
sewage effluent from a septic tank that does not exceed the above parameters.

System Requirements: Septic Tank

The septic tank preceding the AX20-RT unit requires a minimum usable volume of 1000 gal. (3800 L), and must incorporate an effluent filter
at its outlet. The effluent filter should have a minimum surface area of 5-ft? (0.46 m?). Any of the following Orenco effluent filters can be used:
FT0822-14B, FTW0444-36V, or FTS0444-36V. The septic tank should include an at-grade access, with a securable and removable lid to allow
access to the effluent filter and inlet tee of the tank. The septic tank will be required to pass a watertight test before final acceptance.

A minimum slope of '/ in. per foot (10 mm per meter or 1%) from the outlet of the septic tank to the inlet of AX20-RT shall be required for all
septic tanks that will flow via gravity to the AX20-RT unit. The top of the AX20-RT should be 2 in. above final grade. The invert of the inlet is 26 in.
(660 mm) below the top of the unit and 46 in. (1168 mm) above the bottom of the unit. For existing tanks that are buried too deep to provide suffi-
cient fall to the AX20-RT, a pumping system has to be installed in the septic tank to move the filtered effluent to the AX20-RT unit. (Contact Orenco
for design assistance.)

All tanks must meet Orenco’s minimum structural requirements, be completely watertight, and pass a watertight test including the riser/
tank connection. For detailed specifications, see structural and watertightness criteria in Orenco’s General Specifications, NDA-DG-SPEC-1
and Acknowledgment of Minimum Tank Requirements — AX20-RT, SLD-TNK-2, and tank specifications checklist in Orenco’s Concrete Tank
Questionnaire, NCL-TNK-TNK-1.

Water softener backwash from a salt-type water softener must not be plumbed into the septic tank, or AX20-RT unit, as this will void the sys-
tem’s warranty. See the Orenco white paper, Water Softeners and Wastewater Treatment Systems, AWP-SOFT-1, for more information.

Design Loading Rates

Orenco’s suggested design loading rates are based upon typical per capita flow rates (50-60 gpd/person or 189-227 L/day/person) and average
strength characteristics as shown in Table 1. Performance is a function of the expected typical loads with periodic weekly highs. Typically, the daily
mass loading is based on the expected daily flows and actual strength. Figure 2 shows periodic peak loading capacity at a 95% confidence level.

Orenco’s AX20-RT is listed as an NSF/ANSI Standard 40 Class | treatment unit, and is suitable for residences with up to 4 bedrooms. For appli-
cations with more than 4 bedrooms, multiple pods of Orenco’s AdvanTex AX20 product line are necessary.

Typical Effluent Quality

Effluent quality is dependent on a number of factors, including influent characteristics and loading rates. Figure 2 shows third party, NSF/ANSI
Standard 40 testing results. The results demonstrate that low-to-moderate loading rates typically produce cBOD and TSS of < 5 mg/L, while
higher loading rates produce ¢cBOD and TSS in the range of 15-25 mg/L. Field testing of systems in real-world conditions shows similar results,
with ¢cBOD and TSS of < 10 mg/L. (See AX Performance Summary, AHO-ATX-PERF-1.)

Nitrogen reduction in Mode 1 will typically exceed 60 percent, with total nitrogen in the filtrate ranging between 25-35 mg/L. In Mode 3, nitrogen
reduction can reach 70 percent or better, depending on wastewater strength and other characteristics like grease and oils, pH, and alkalinity
concentrations. Nitrification can be inhibited if the buffering capacity (alkalinity) of the wastewater is too low. On a theoretical basis, 7.14 mg/L of
alkalinity as CaC0, is needed to nitrify 1 mg/L of NH,*.

NDA-ATX-AXRT-1 © 2010 Orenco Systems® Inc.
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AX20-RT Residential Design Criteria (cont.)

Figure 2. Pumping Equipment: Recirc Pump
Effluent Quality vs. Hydraulic Loading Rates The integrated treatment package includes an Orenco Biotube® pump package.
Third Party, NSA/ANSI Standard 40 Testing Results
60 Residual Head Pressures
cBODs A 5-foot (1.5-m) residual pressure is used to determine the initial timed-dosing
%0 / settings. Consult Orenco if the residual pressure falls outside the typical 3-6 ft
=y 0 ?g’:g{jﬁav,mz (0.9-1.8 m) range.
E mo.
i !‘353{7341 2 Recirculation Ratios and Timer Settings
o 20 NSF amar The AX20-RT initial timer settings should be established based upon expected
© 0 UeDas ;"ﬁﬁ_”"“’"‘z’/ _ average daily flows and a recirculation ration of 4:1 (filter recirculation ratio). If
Smo, ‘ ’ flows vary significantly from expected flows, timer settings should be adjusted
0 : H accordingly. Contact Orenco for more information.

0 407 815 1222 1630 2037 2445 (L/day/m?)
0 10 20 30 40 50 60  (gpd/ft?)

AdvanTex Control System
Critical to the success of the AdvanTex Treatment System is the method in which

Hydraulic Loading Rate

the effluent is loaded onto the textile sheets. Over the past three decades, timer-
50 TSS controlled applications have played an essential role in optimizing the performance
of both fixed and suspended-growth biological systems. A timer controlled pump
< Novalee . in the treatment tank periodically doses effluent to the distribution manifold over
4 50 fﬁﬁ;’l ey the textile sheets. The effluent then percolates through the textile media and is
g‘ Novatec treated by naturally occurring microorganisms that populate the filter. During peri-
20 1968 L/day/m? \ . . . . . . .
= ot Bt :'f:e o 4mo” ods of high flow, a timer override float will temporarily modify the timer settings to
10 _W ] process the additional flow. Conversely, during periods of low flow, the timer set-
. S mo. = ‘ ’ H tings can be modified to reduce loading onto the filter.
0 407 815 1222 1630 2037 2445 (Uday/m?)
0 10 2 3 4 0 60 (e Surge Volume/ Emergency Reserve Volume
Hydraulic Loading Rate For residential applications, the AX20-RT has 120 gallons (454 liters) of surge
— 95% Confidence Level Average volume. The surge volume in the AX20-RT is the volume between the low liquid
[l Recommended Design Range for Residential Strength Waste level and the override timer float. There is an additional 80 gallons (303 liters) of

surge volume above the override activation point.

The AX20-RT System has designed-in emergency storage to account for power outages and mechanical malfunctions. In the US, power outages
occur infrequently and typically last from a few hours to 1-2 days. Down time associated with mechanical malfunctions is limited due the robust-
ness of the mechanical components of the AX20-RT. Replacement components are readily available and the system can usually be returned to
normal operation within hours or a day at most.

The total emergency storage capacity of the AX20-RT, measured from the recirculating high water alarm up to the inside top of the unit, is
approximately 500 gallons (1890 liters). On units configured to gravity out, wastewater will discharge as designed during a power outage or
mechanical component failure and no back-ups will occur.

A minimum 1000-gallon (3785-liter) septic tank is required to precede the AX20-RT unit. As water rises above the invert of inlet in the AX20-
RT unit, the water will back up into the septic tank. Consequently, the liquid capacity available in the septic tank can also provide storage during
emergencies. The available capacity will vary depending upon the tank design but typically 1000-gallon tanks hold about 200 gallons (760 liters)
between the invert of outlet and the inside top of the tank.

Most 3- or 4-bedroom homes produce about 250 gallons (950 liters) of wastewater each day (3-4 occupants at 50-60 gallons or 190-230 liters
per occupant per day) as a conservative estimate. Between the septic tank and the AX20-RT unit there is approximately 700 gallons (2650 liters)
of emergency storage capacity, which equates to approximately 3 days’ emergency reserve.

Power outage — During a power outage, water usage is significantly reduced because water heaters, dishwashers, and laundry equipment aren’t
used. Under these conditions, it is realistic to estimate that water usage will be reduced by 50 percent to around 100 gpd (473 L/d) and the
emergency storage capacity available in the system will increase to approximately 7 days. Since power outages typically last less than 2 days, the
emergency storage capacity of the system is more than adequate.

© 2010 Orenco Systems® Inc. NDA-ATX-AXRT-1
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AX20-RT Residential Design Criteria (cont.)

Mechanical malfunction — Failure of a pump or electrical component may cause the system to stop operating, requiring some amount of emer-
gency storage volume. If the system is equipped with a VeriComm Monitoring System, the Service Provider is immediately notified of the alarm
condition and the potential cause of the alarm. This allows the Service Provider to respond very quickly with the correct replacement components
necessary to fix the problem. In most cases, no more than one day (250 gallons or 950 liters) would be needed for the Service Provider to
respond and get the system running again. Therefore, the emergency storage capacity available in the AX20RT System during a mechanical mal-
function, approximately 3 days’ worth, is quite adequate.

Discharge Equipment
There are two discharge options: gravity or pump.

Gravity Discharge to Final Dispersal — The invert of the outlet at the wall penetration is located 4072 in. (1013 mm) below the top of the unit and
31% in. (800 mm) above the bottom of the unit. The invert of the outlet inside of the unit is 37 in. (940 mm) below the top of the unit and 35 in.
(889) above the bottom of the unit.

Pump Discharge to Final Dispersal — For sites where gravity discharge is not an option, a flow inducer (for housing a 4-inch submersible effluent
pump) is incorporated into the discharge chamber of the AX20-RT unit.

For areas that require disinfection before dispersal, a UV unit can be installed in a pump basin that houses both a UV unit and discharge pump.

Cold Weather Considerations

The AX20-RT unit can be ordered with 1-in. (25-mm) of insulation attached to the bottom of the lid. Installing insulation around the sides of the
filter pod is optional and is done on-site as needed. Other cold weather considerations include allowing all lines to drain between doses, backfill-
ing the risers with pea gravel if frost heave is a concern, and extending the passive vent filter above the highest level of snow pack during winter
months to ensure adequate airflow. Consult Orenco if supplementary options need to be considered.
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AdvanTex" AX20 Mode 1A w/Fiberglass Tank
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Pump Discharge, 2-Comp. Recirculating Tank
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1000 gal. Primary Tank - Top View

Slope to drain away from lid
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Inlet -
L.L.

Biotube®Effluent Filter
Model FTS0444-36V or
Model FTW0444-36V or
Model FT0822-14B

!

A

102"

Filter Tank Dry Weight: 900 Ibs

Orenco
Effluent
Pump

ON:
Final Discharge

-

800 gal. Recirculating Tank - Top View

Optional 1" Thick Insulation
For Cold Weather Installations

1000 gal. Primary Tank - Side View
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800 gal. Recirculating Tank - Side View
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Orenco Systems®
Incorporated

800-348-9843

Choosing a Wastewater Treatment System

If you're like most homeowners, you're probably unfamiliar with wastewater treatment systems. And that’s not
surprising. After all, how often do you ever choose one? Maybe once or twice in a lifetime?

From our headquarters near Roseburg, Oregon, we at Orenco Systems have been educating homeowners, wholesalers,
installers, operators, regulators, builders, and real estate agents about wastewater treatment systems for the past 25
years. Here are some questions that every homeowner should ask before choosing a system:

NOISE

How noisy is the system? Will it keep me awake at night?

ODOR

Does the system have a reputation for being smelly? For foaming up and out of the tank?

ELECTRICITY COST

How much will the electricity cost me, each and every month, to run the system?

VISUAL IMPACT

What am I going to see in my back yard? How much of my yard will the system take up?

RELIABLE PERFORMANCE
Will my system work properly and reliably, even when I'm using it a lot? (For example, when I'm doing laundry
or entertaining guests.) How about when I'm not using it enough? (For example, when I go on vacation.)

ALARMS

If something goes wrong with the system, do I have to stop what I'm doing? Do I have to handle the alarm? What
if 'm not home? Can the system automatically notify a Service Provider? Can the Service Provider handle alarms
from his or her computer, without making a costly service call?

ALERTS
If 'm using more water than my system is designed to handle (for example, if a toilet valve gets stuck), does my
system have some kind of a quiet “early-warning signal”?

MAINTENANGE COSTS AND SERVICEABILITY

How many service calls does the system typically require in any given year? How often will the system have to be
pumped and how much will that cost? Are the system and its components easy for service providers to reach
and clean?

EQUIPMENT REPLACEMENT COSTS

Are there components in the system (such as pumps, controls, blowers, or aerators) that will have to be
replaced within a few years? What are the repair/replacement costs for those components? How long is the
warranty for those replacement components?

WARRANTIES
How long is the warranty for the treatment system?

AWS-ATX-1
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Orenco
AdvanTex® Filter

Orenco
Sand Filter

Activated Sludge
(aka “Aerobics” or “ATU”)

-

Noise Occasional clicking from control Occasional clicking from control | Noisy external blower or aerator
panel, so panel should be panel, so panel should be runs 24 hours/day.
mounted on a post, not a wall. mounted on a post, not a wall.
Odor Not typical Not typical Some is typical
Electricity Cost | $1.00/mo* $0.25/mo* $15.00-40.00/mo*
Visual Impact System footprint typically System footprint typically System footprint similar to
measures 75 ft2. Control panel on | measures 440 ft2. Control panel | AdvanTex. Control panel on post,
post plus four ground-level lids. on post, three ground-level lids, | 3-4 ground-level lids, and above-
and 4-15 valve box lids. ground housing for blower or
aerator.
Reliable System can handle all normal System can typically handle System not found to work reliably
Performance household uses. all normal household uses, with heavy use or low use. During
depending on tankage and heavy use, wastewater runs quickly
control panel. through the system because of
its “gravity-in, gravity-out” setup.
After low use, restart can shock the
system. In both cases, untreated or
partially treated waste can flow to
the drainfield.
Alarms Alarm transmitted automatically to | Homeowner must turn alarm off | Homeowner must turn off alarm
contracted Service Provider, who and find/call a Service Provider. | and call Service Provider.
can often adjust system remotely, | 2448 hour reserve capacity in
via a phone connection. tank (depending on usage), so
24-48 hour reserve capacity in system still usable.
tank (depending on usage), so
system still usable.
Alerts Monitoring system quietly alerts No quiet alert for excessive Not available.
service provider via e-mail of water use, but audible alarms
excessive water use, preventing available.
future problems.
Maintenance Two service calls in first year. Annual service call. Two service calls per year.
Costs and Annual service call thereafter." 8-12 year pumping interval 6-month servicing interval for all
Serviceability 8-12 year pumping interval (assumes 3-4 occupants, air filters.
(assumes 3-4 occupants, 1,000-gal tank). 3-6 month pumping interval.
1’000'93! primary chamber). At-grade installation of Below-grade installation of
At-grade installation of freatment | treatment unit. Easy servicing of | yreatment unit makes servicing of
unit for ease of servicing all components but not media. all components difficutt.
components and media.
Equipment Expected pump life and controls Expected pump life and controls | 6-month life cycle on air filters.
Replacement life of 20+ years. life of 20+ years. Expected 3-5 year life cycle on
Costs No blowers or aerators to replace. | No blowers or aerators to blower or aerator.®
replace.
Warranties Varies by region, but is at least 3 1-year warranty on treatment Varies; typically 2-year warranty
years on complete system. system components, 3-year on parts.
warranty on control panel.
Value-Added In addition to Treatment In addition to Treatment In addition to Treatment In addition to Treatment
Features System, package includes: System, package includes: System, package includes: System, package includes:
Control Panel: Control Panel: Control Panel: Control Panel:
(] Alarm only (] Alarm only (] Alarm only (] Alarm only
(] Alarm, timers (A Alarm, timers (] Alarm, timers (] Alarm, timers
(A Alarm, timers, and (] Alarm, timers, and (] Alarm, timers, and (] Alarm, timers, and
telemetry (to telemetry (to telemetry (to telemetry (to
communicate with communicate with communicate with communicate with
Service Provider) Service Provider) Service Provider) Service Provider)
Tankage: Tankage: Tankage: Tankage:
(] Yes ( gal) [J No [ Yes ( gal) [J No [ Yes ( gal) [J No [ Yes ( gal) [J No
Discharge Basin: Discharge Basin: Discharge Basin: Discharge Basin:
(] Yes (] No (] Yes J No (] Yes CJ No [ Yes [J No

* Based on national averages for $/kWh ($0.08) and occupants (3). Assume